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Geberit PE flange adapter

 

Application purposes

For building drainage
For site drainage

For combining with Geberit PE loose flanges

Technical data

Product material PE-HD

Art. no. DN d, ø D D1 H h h1

361.744.16.1 50 50 mm 8 cm 5.4 cm 6 cm 4.2 cm 0.8 cm

363.744.16.1 56 56 mm 9 cm 6.8 cm 6 cm 3.6 cm 0.8 cm

364.744.16.1 60 63 mm 9 cm 6.8 cm 6 cm 3.7 cm 0.8 cm

365.744.16.1 70 75 mm 11 cm 7.8 cm 6.5 cm 4 cm 0.9 cm

366.744.16.1 90 90 mm 12.8 cm 9.6 cm 7 cm 4.4 cm 1.1 cm

367.744.16.1 100 110 mm 14.8 cm 11.6 cm 7.5 cm 4.8 cm 1.2 cm

368.744.16.1 125 125 mm 16 cm 13.1 cm 8 cm 5 cm 1.4 cm

369.744.16.1 150 160 mm 19.8 cm 16.5 cm 9 cm 5.1 cm 1.7 cm

370.744.16.1 200 200 mm 26 cm 20.6 cm 7.8 cm 5.4 cm 1.4 cm

371.744.16.1 250 250 mm 32.5 cm 25.6 cm 7.8 cm 5.2 cm 1.6 cm

372.744.16.1 300 315 mm 37 cm 31.5 cm 10 cm 7 cm 2 cm
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