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Declaration of Conformity 
 

On the request of Onninen Oy (Customer), Jinan Meide Casting Co.,Ltd (Supplier) makes 
following declaration:   

BLACK AND GALVANIZED MALLEABLE IRON PIPE FITTINGS 
Malleable iron pipe fittings manufactured by Meide are made according to the following specifications: 

•BS EN 1562 GRADE B350-10 FOR FITTINGS IN BLACKHEART MALLEABLE IRON.  

•BS EN 10242, Standard Specification for Dimensions of Malleable Iron Threaded Fittings. 

•ISO 7/1, Standard Specification for threading.  

•EN 10240, Specification for hot dipped galvanized coatings.  

•DIN-DVGW type examination Certificate NV-7641CL0078 

 

Normal conditions of use: 

1) Working under normal temperature and pressure(fittings should not be applied to temperature below -20°       

2)   

Out of corrosive environment, inside and outside the products; Keeping dry when transporting and storing; 
Preventing rain and damp; Putting carefully during removal. 

3)  Transporting Mediums: Water, Gas, Air (Non-corrosive mediums). 

Jinan Meide Casting Co.,Ltd
No 3,Nanmen Road, Pingyin, Jinan, China

Working Temperature,  Max Pressure,Mpa 

-20 120 2.5 

120 300 2 2.5 

300 2 


